PLANETARY
GEARBOX

Planetary gearbox driven,
requiring only one drive
chain and one bearing on
main shaft, little
maintenance is required
Easy Access: double
doors allow rapid access
and easy maintenance

ROOT
CHOPPER

Root chopper
cleaning and
pulping system,
available as an
optional extra

AUTO OILER

Automatic ofler
option reduces
chain maintenance
and extends chain
life

EASY
OPERATION

Adjustable spool
valve system is
compatible with
any tractor
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DRAWBAR
AND PTO

Shear pin protection
and adjustable ring
hitch are both fitted as
standard on all
machines. Optional
hydraulic jack (shown)

CHUTE
DISCHARGE

Hydraulically-
operated guiillotine
door and chute
discharge are fitted
as standard

DISCHARGE OPTIONS

A range of discharge options are available to give perfect feed-out whatever your trough design.

Feed-out height can be varied to cater from ground level feeding up fo six feet in height.

Right hand discharge option available

CHAIN AND SLAT TEASER
DISCHARGE ROLLER

Optional, hydraulically-driven A Teaser Roller is
and variable speed chain and fitted as standard
slat elevator, with hydraulic for even distribution
height adjustment, allows per-

fect feed delivery into less

accessible troughs

CHOPPING
KNIVES

Heavy duty knife kit
chops fibrous materials
and gives thorough
incorporation of home-
grown feeds

FEED-FLO
MIXING

Unique mixing system
gently blends ingredients
into a perfectly even mix
Forages, concentrates,
liquid feeds, minerals and
blends are all cleanly
incorporated, while a
single moving part for
mixing and emptying
means less complexity
and greater machine life

USER
FRIENDLY

Easy-to-use program-
mable weighing sys-
tem, with herd count
facility, allows up to 9
different rations to be
recorded, with up to 9
ingredients in each
Remote control is also
available

DOUBLE
CHASSIS

Proven double
chassis design gives
greater rigidity and
strength, eliminating
mixing chamber
stress and improving
accuracy of weight
cells (silver)




